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NON NEGOTIABLE TRANSACTION PROCEDURE  
 
 

1. BUYER ISSUE ICPO CONTAINING THE SELLER'S WORKING PROCEDURE WITH BANKING DETAILS AND 

SCANNED COPY OF BUYER'S PASSPORT AND TSA FOR SELLER’S VERIFICATION AND APPROVAL. 

 

2. SELLER ISSUE COMMERCIAL INVOICE OF THE PRODUCT; BUYER AND BUYER'S LOGISTICS SIGN AND RETURN 

BACK COMMERCIAL INVOICE TO SELLER.SELLER PROGRAMMED INJECTION AND UPON COMPLETION SHALL 

SEAL THE COMMERCIAL INVOICE. 

 

3. SELLER ISSUE TO BUYER PPOP LISTED BELOW: 
 

(I). COMMITMENT TO SUPPLY  

(II). CERTIFICATE OF ORIGIN  

(III).AUTHORIZATION TO VERIFY (ATV)  

(IV). UNCONDITIONAL DTA  

(V). FRESH SGS (NOT OLDER THAN 48 HOURS)  

(VI). INJECTION REPORT  

(VII). ATSC – AUTHORIZATION TO SELL AND COLLECT 

 

4. BUYER INSPECT BY SGS ON BUYER’S EXPENSES. 

 

5. SELLER ISSUES THE FOLLOWING DOCUMENT TO ALL INTERMEDIARIES INVOLVED IN THE TRANSACTION AND 

TO BUYER. •ENDORSED NCNDA/IMFPA. 

 

6. UPON SUCCESSFUL DIP TEST OF PRODUCT, BUYER MAKES PAYMENT FOR THE PRODUCT VIA MT 103 AND 

SELLER TRANSFERS TITLE OWNERSHIP TO BUYER PRODUCT 
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ANALYTICAL  PRODUCTS SPECIFICATIONS DIESEL EURO 4 (50PPM) 
 

PARAMETER 
TEST METHOD 
IP/ASTM 

 
LIMITS 

Specific Gravity 15/15 deg C ASTM D4052 0.820min, 0.870 max  
 

Distillation: 

Recovered @ 357 deg C (% Vol. EBP deg.) 

 
ASTM D86 

 
85 min, 385 max  

 
Color (ASTM) ASTM D1500 2 max 

Flash Point (deg. C) ASTM D93 55 

Ignition quality: Cetane index**, Min. ASTM D976 
 

46, 0 

Total acid number, mgKOH/g, Max ASTM D664 0, 25 

Total Sulphur, mg/kg, Max. ASTM D5453 50, 0 

Water and Sediment, % Vol., Max ASTM D2709 0, 05 

Copper strip corrosion, 3h at 100 ̊ ̊C, Max ASTM D130 1b 

Acidity (inorganic acid)  Nil 

Lubricity at 60 C̊, (corrected wear scar diameter), 
microns, Max 

ASTM D6079 460 

Oxidation Stability, g/m3, Max ASTM D 2274 25 

Polycyclic Aromatic Hydrocarbons, % m/m ASTM D5186 To be reported 

Water content  % by volume max ASTM D6304 0, 02 

200 

mg/kg by mass max  

Particule Counts, Size Distribution  ASTM D7619 24, 0 

Particulate Matter, mg/l max 

 

 ASTM D6217 5, 0 
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